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OIL TRANSFER SYSTEMS 

Four filter assemblies with gauges, labeled for any oils you wish 

Two of which are interchangeable pin filter assemblies 

COMP-4 System -Front & rear view of 27-gallon tank, one per system 
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US Patents # 6,022,473 and # 6,630,091 

& grate. 

§ Heavy contamination in new 
bulk oils can reduce equipment 
life up to nine times 

§ Remove millions of harmful 
sized sand particles (dirt) per 
each gallon of oil, up to 128X 
cleaner than new bulk oils 

§ 500 hour used engine oils can   
easily be cleaner than current 
new oils filling an oil rack 

§ 500 to 800 hr engine oil change 
intervals with LaserNet Fines 
testing, additive package not 
depleted (Condition Monitoring 
ISO code oil analysis) 

§ Recycle most oils (hyd), quickly 
easily, and inexpensively;  
10,000 hrs + (with no ill effect) 

§ Reduce overall US oil           

consumption by 60 + % 

§ Save Thousand$ yearly -         
can have instant payback 

§ Handle 1 or 100 different type 
oils, no cross contamination 
with pin filter assemblies 

§ Easily adaptable for your     
current needs, changeable for 
all future needs 

§ Always use LaserNet labs,      
inexpensively and quickly    
verify oil quality (ISO Code, etc) 

§ Digital meter with pre-filter  
wire cloth collection pan 

§ Reduce oil change time by 50% 

§ In general, Caterpillar          
promotes the cleaning of all 

new oils &  clean their  own. 
With unbeatable results, apply one or all of these     

applications with a single, easy to operate system. 

23 FT 

Manufactured by 

Meter 

Lid keeps dirt 
out 

when not in
 use. 

Top Rear View 

Worlds First & Finest, Affordable, Scrubber - Recycle System 



Why Buy the Oil Transfer Systemé.Savings! 
 

ñIt would be a big mistake to think that new oil is clean." 
Wheeler Caterpillar Lab Manager 

 
 

¶ Oil Transfer Systems was the first scrubber and recycle system in the world, able to clean all new bulk oils and 

recycle most oils (except crankcase oil), all weights and all types (new and used) without cross contamination 

by using pairs of pin filters for each oil; also able to transfer oil without filtration. Our one of a kind system has 

Ƴŀƴȅ ǇƻǎǎƛōƭŜ ŀǇǇƭƛŎŀǘƛƻƴǎΣ ŀƴȅ ƻŦ ǿƘƛŎƘ ǿƛƭƭ ƛƴŘƛǾƛŘǳŀƭƭȅ Ǉŀȅ ŦƻǊ ƻǳǊ ǎȅǎǘŜƳΦ  DƻƻŘ ŦƻǊ ǘƻŘŀȅΩǎ ƴŜŜŘǎ ŀƴŘ 

changeable for tomorrows.   Our system has years of history of high quality and great results, and is still one of 

a kind today 

¶ 500 hour used engine oils can be cleaner than new bulk oils filling your oil rack.  By simply cleaning the new 

crankcase oil through our system during the metered dispensing process, or use our system to super clean the 

oils in your holding tanks.  Starting with an engine in good condition, a 500 hour engine oil change interval can 

easily be attained, up to 800 hour.  LaserNet Fines oil analysis will easily verify this extended life on your crank-

case oils with no additive depletion or ill effects of any kind, all backed up in writing by the most modern and 

up to date testing method.  We use oil analysis labs with LaserNet Fines (Caterpillar) at a total cost of $12 each     

including postage.  Any lab, with or without LaserNet Fines, will verify our system works unusually well and will 

state so on the test results.  Standard testing methods are able to give an ISO code (dirt particle count) and oil 

quality conclusion on all oils except crankcase.  In the near future all labs will be using LaserNet Fines 

¶ Hydraulic oils, as well as most all other oils (Dextron, heated 85/140, screw air compressor, synthetic, and       

specialty oils) can be recycled over and over. A 30 gallon reservoir of hydraulic fluid could be recycled in twenty 

minutes and typically reused 10,000 hours, even up to 15,000 to 20,000 hours, with no ill effects, no additive  

depletion, and no breakdown of the oil in any way and labs (including John Deere, Caterpillar, Case, or              

ƛƴŘŜǇŜƴŘŜƴǘύ ǿƛƭƭ ǊŜŎƻƳƳŜƴŘ ǘƻ ŎƻƴǘƛƴǳŜ ǘƻ ǳǎŜ ǘƘŜ ƻƛƭǎ ƛƴ ǿǊƛǘƛƴƎΤ ƛǘΩǎ ŦŀǎǘΣ ŜŀǎȅΣ ƛƴŜȄǇŜƴǎƛǾŜ ŀƴŘ ȅƻǳǊ         

guarantee of oil quality 

¶ OTS believes and has promoted for years that all bulk oils (no exceptions) are contaminated to a level not       

suitable for your equipment, we believe new oils have a typical ISO code of 23/21/18.  An ISO code is the      

number of harmful particles (sand) in a milliliter sample (all labs use the same charts and one milliliter sample - 

3785 milliliters in a gallon).  Of the three number ISO code, the first represents the number of  4 micron           

particles and larger in the sample, the second represents the 6 micron particle sizes and larger,  and the third 

number represents the 14 micron particle sizes and larger;  the bigger the number the dirtier the oil.  Our sys-

tem will tremendously reduce these particles and for each drop in a number the oil is twice as clean, for  exam-

ple if the 23 drops to a 22 the oil is twice as clean, drop the level to a 21 and the oil is twice as clean again and 

so on.  The ISO code number drop is on a multiplier, first number drop twice as clean, second number drop 

four times as clean, third number drop eight times as clean, etc.   
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¶ .ǳǘƭŜǊ /ŀǘŜǊǇƛƭƭŀǊΣ нллрΣ ƻƛƭ ŀƴŀƭȅǎƛǎ ƭŀō ƳŀƴŀƎŜǊ ƛƴ .ƛǎƳŀǊŎƪΣ b5Σ aŀǊƪ aŀǘƘȅǎΣ ǎǘŀǘŜŘ ƛƴ ŀ ŎǳǎǘƻƳŜǊΩǎ ƭŜǘǘŜǊ 

(attached) that he had been closely following the Oil Transfer Systems test results and stated it worked usually 

well.  Even in 2005, he talked about recycled 10,000 hour hydraulic oil with no ill effects.  He also stated that 

with the new cleanliness levels our system had achieved, equipment would last two to seven times longer per 

ISO code drop; in a specific test he mentioned our system dropped the numbers by six, an ISO of 23/16 

άōŜŦƻǊŜέ ǘŜǎǘ ǎŀƳǇƭŜ ǘƻ ŀƴ L{h ƻŦ мтκмо άŀŦǘŜǊέ ǘŜǎǘ ǎŀƳǇƭŜΣ сп ǘƛƳŜǎ ŎƭŜŀƴŜǊΗ  !ǘ ǘƻŘŀȅΩǎ ŜǉǳƛǇƳŜƴǘ ŎƻǎǘǎΣ 

equipment needs to last far longer and with an Oil Transfer System it is easy to see how that will happen. 

¶ Wheeler Caterpillar Fluid Analysis Lab in Salt Lake City, UT (25 year lab manager, Bruce Morton) provides a    

powerful testimonial (attached) with an ISO code example of new bulk oil where in the four micron       particle 

size range, the sample was reduced from 91,933 particles to just 532 particles per milliliter of oil (before ISO 

24/22/18 and after 16/14/10) and therefore the equipment in use will last four to nine times longer with the 

far cleaner oil.  They state it would be a big mistake to think new oil is clean.  They also state engine oil change 

intervals can be extended 500 to 800 hours with condition monitoring.  Maintenance costs will decrease due to 

less oil use, less waste disposal and less downtime for maintenance.  The key is to measure the results through 

particle counting and other typical lab tests, inexpensive and easy. 

¶ The newer particle counting test method, LaserNet Fines, the 4, 6, and 14 micron particle sizes are counted; 

this is a more accurate method and able to count particles in used engine oil and all other applications.         

/ŀǘŜǊǇƛƭƭŀǊΩǎ ǇǊƛƴǘŜŘ Ǝƻŀƭǎ ŦƻǊ ǘƘŜǎŜ new oils are - hydraulic 18/16/13, transmission (power shift) 20/18/15,  

and 15-пл ŜƴƎƛƴŜ ƻƛƭ όрл ǿŜƛƎƘǘύ нлκмуκмрΦ   /ŀǘŜǊǇƛƭƭŀǊǎΩ ǇǊƛƴǘŜŘ Ǝƻŀƭǎ ŦƻǊ used oils are ς hydraulic 20/18/15 

and 15/40 24/22/18 

The two patch test examples on this page were the closest representations of the ISO codes mentioned 

that we have on file without going dirtier 

ISO Code 21/20/18 Patch Test - This test is actually substantially cleaner than typical new oil  (23/21/18) 

ISO Code  19/16/14 Patch Test -  This test is actually dirtier than Caterpillars new oil goal for their 5 

stat rating (18/16/13) 

Green strip is on all new patches 




